Support fixe \ @ SLPG S té?@@

= Support Scatt pour Pardini

Axe du canon  Pour régler l'inclinaison se mettre
en mode caméra (en visée),vous
pouvez ainsi ajuster 'inclinaison en

Vis N° 2 desserrant Iégerement la vis N°1 et
Verrouillage completement la vis N° 2 pour ajuster
h 'angle vers le haut ou vers le bas.
de rotation Puis serrez & nouveau les deux vis.
Il faut étre deux, le tireur et le formateur.
— _—Axe de rotation Vis N° 1

Support articulé
T / N°0pPposition médiane fixe.
N°05 +0,5° vers le haut -0,5° vers le bas.
N°1 +1° vers le haut -1° vers le bas.
N°1,5 +1,5° vers le haut -1,5° vers le bas (utilisable dans
toutes le configurations).

3 Amplitude
’’’’’’’’’’’’’ — @ de rotation
max.

Axe médian support N°0




Fixed bracket \ EIGSLP as t(é}s\?(@

= Pardini bracket for Scatt

| Gunaxis  To adjustthe incline, put in camera
mode (in aim), you can thus adjust
the inclination in slightly loosening

Screw N° 2 screw # 1 and completely screw # 2
Rotation to adjust the angle up or down.
) Then tighten the two screws again.
locking You have to be two, the shooter and
the trainer.
— _—Rotation axis Screw N° 1

————— Articulated support
/ N°0 Medium position.
N°05 +0,5° UP -0,5° DOWN.
N°1 +1° UP -1° DOWN.
N°1,5 +1,5° UP -1,5° DOWN (usable in
all the configurations).

3 Amplitude

’’’’’’’’’’’’’’’ — ! of rotation
max.

Medium axis support N°0




